STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING
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AMENDED REPORT []
(highlight changes)

APPLICATION FOR PERMIT TO DRILL

5. MINERAL LEASE NO: 6. SURFACE.
ML-47782 State

DRILLK] REENTER [J DEEPEN [(J

oL [J cas

1A, TYPE OF WORK:

8. TYPE OF WELL: OTHER SINGLE ZONE[] MULTIPLE ZONE 1

7. IF INDIAN, ALLOTTEE OR TRIBE NAME:

8. UNIT or CA AGREEMENT NAME:

2. NAME OF OPERATOR:
The Houston Exploration Company

9. WELL NAME and NUMBER:

Southman Canyon 7-36-9-23

3. ADDRESS OF OPERATOR:
1100 Louisiana, Suite 2( ..., Houston

PHONE NUMBER:

grare TX 5 77002 (713) 830-6800

10. FIELD AND POOL, OR WILDCAT:
Natural Buttes

4, LOCATION OF WELL (FOOTAGES)

wroumence. 2184 FNL & 1004 FEL 1T 45l X

39.99 3134

11. QTR/QTR, SECTION, TOWNSHIP, RANGE,
MERIDIAN:

) SWNE 36 95 23E
AT PROPOSED PRODUCING ZONE: Same as above qu Z 9 z 9’ \{ 104' Z 7 Z le ?
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:
50.8 miles South of Vemal, UT Uintah UTAH
15. DISTANCE TO NEAREST PROPERTY OR LEASE LINE (FEET) 16. NUMBER OF ACRES IN LEASE: 17. NUMBER OF ACRES ASSIGNED TO THIS WELL;
1994’ 640 40
18. DISTANCE TO NEAREST WELL (DRILLING, COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:
APPLIED FOR) ON THIS LEASE (FEET)
950" +/- 8,230 | 104155044
21. ELEVATIONS (SHOW WHETHER DF, RT, GR, ETC.): 22 APPROXIMATE DATE WORK WILL START: 23, ESTIMATED DURATION:
5407.5' GR 4/30/2005 30 Days
” PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY, YIELD, AND SLURRY WEIGHT
11" 85/8 J-55 364 2,000 | Premimum Lite it 250 SKS 338CF  11.0 PPG
Class "G" 329 SKS 12CF 156 PPG
Calcium Chloride 200 SKS 110CF  15.6 PPG
7718 412 N-80 11.6# 8,165 | Premium Lite Il 200 SKS 33CF 143 PPG
2 ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES:

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER ] compLere DRILUING PLAN

] EviDENCE OF DIVISION OF WATER RIGHTS APPROVAL FOR USE OF WATER

D FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THAN THE LEASE OWNER

NAME (PLEASE PRINT) V\V'"'am A Rym TITLE Agent
SIGNATURE (/(.) (/Z[“""’ Y oate  3/25/2005
{This space for State use only) \

Approved by the
Utah Division of

API NUMBER ASSIGNED: L/5 ” 0 47’ 5" {3[(

(11/2001)

CONFIDENTIAL
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BASIS OF BEARINGS iS A G.P.S. OBSERVATION.
(AUTONOMOUS NAD 83)

THE HOUSTON EXPLORATION COMPANY

Well location, SOUTHMAN CANYON #7—-36-9-23,

located as shown in the SW 1/4 NE 1/4 of
Section 36, T9S, R23E, S.L.B.&M. Uintah
County, Utah.

BASIS OF ELEVATION

BENCH MARK (54EAM) LOCATED IN THE NW 1/4 OF SECTION
14, T9S, R23E, S.L.B.&M. TAKEN FROM THE RED WASH SE
QUADRANGLE, UTAH, UINTAH COUNTY, 7.5 MINUTE SERIES.
(TOPOGRAPHICAL MAP} PUBLISHED BY THE UNITED STATES
DEPARTMENT OF THE INTERIOR, GEOCLOGICAL SURVEY. SAID
ELEVATION IS MARKED AS BEING 5031 FEET.
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The Houston Exploration Company
1100 Louisiana, Suite 2000
Houston, TX 77002

713-830-6800

Please hold all information associated with this Application for Permit to Drill and all
associated logs confidential for a minimum of six (6) months.

RECEIVED
APR 06 2005
DIV. OF OIL, GAS & MINING



Ten Point Plan
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The Houston Exploration Company

Southman Canyon #7-36-9-23

)

Surface Location SE ¥ NE %, Section 36, T. 9S., R. 23E.

1. Surface Formation

Green River

2. Estimated Formation Tops and Datum:

Formation Depth Datum
Green River Surface +5,408° G.L.
Uteland Butte Limestone 4,043 +1,365°
Wasatch 4,146 +1,262°
Mesaverda 5,880 -472°
Buck Tounge 8,179 -2,771°
Castlegate 8,249 -2,841°

™D 8,230 -2,822°

A 11” hole will be drilled to 2,000’ +/-. The hole depth will depend on the
depth that the Birds Nest Zone is encountered. The hole will be drilled 400°
beyond the top of the Birds Nest.

3. Producing Formation Depth:

Formation objective includes the Green River, Wasatch, Mesaverde and its sub-
members,

Off Set Well information

Off set well: Permitted/Drilled: Southman Canyon #1-36-9-23,
Southman Canyon #3-36-9-23, Southman Canyon #5-36-9-23,
Southman Canyon #9-36-9-23, Southman Canyon #11-36-9-23
Southman Canyon #13-36-9-23 Southman Canyon #15-36-9-23

Producing Wells: Southman Canyon #4D-36,
Shut in Wells: Southman Canyon #2D-36, Southman Canyon #10D-36,

Southman Canyon #12D-36, Southman Canyon #16C-36
Southman Canyon #6D-36



4. Proposed Casing:

Hole Casing Coupling Casing

Size Size WeightFT  Grade & Tread Depth New/Used

11 85/8 36# J-55 STC 2000 NEW

77/8 4 11.6# N-80 LTC T.D. NEW
Cement Program:

The Surface Casing will be cemented to the Surface as follows:

Casing Cement Cement Cement Cement
Size Type Amounts Yield Weight
Lead:
8 5/8 Premium Lite II 250 sks. +/-  3.38ft%/sk 11.0 ppg
.05#/sk Static Free
25#/sk Cello Flake
5#/sk KOL Seal
.002 gps FP-6L
10% Bentonite
.5% Sodium Metasilicate
3% Potassium Chloride
Tail:

85/8 Class “G” 329 sks. +/~  1.2fi%sk 15.6 ppg
2% Calcium Chloride
.25#/sk Cello Flake
Top Job:

85/8 4% Calcium Chloride 200 sks. +/-1.10ft%/sk 15.6 ppg
.25#/sk Cello Flake



Production casing will be cemented to 2,500’ or hi

Lead:

Tail:

5‘

Casing
Size

41/2

41/2

er as follows:
Cement Cement Cement
Type Amounts Yield
Premium Lite IT 200 sks +/-  3.3f%/sk
.25#/sk Cello Flake
.05#/sk Static Free
5#/sk Kol Seal
3% Potassium Chloride
.055 gps FP-6L
10% Bentonite
.5 Sodium Metasilicate
Class “G” 400 sks +/-  1.56f1%/sk

.05% Static Free

2 Sodium Chloride
1% R-3

2% Bentonite

BOP and Pressure Containment Data:

The anticipated bottom hole pressure will be less than 3000 psi.

Cement

Weight

11.0 ppg

14.3 ppg

A 3000-psi WP BOP system as described in the BOP and Pressure Containment
Data (attached) will be installed and maintained from the 8 5/8” surface casing.
The BOP system including the casing will be pressure tested to minimum
standards set forth in “On Shore Order #2”, The BOP will be mechanically
checked daily during the drilling operation.



6. Mud Program:

Mud weight Viscosity Fluid Loss
Interval lbs./gal. Sec./OT. MV/30 Mins. Mud Type
0-2000 Air/Clear Water ~ wweuee No Control  Water/Gel
2000-T.D. 8.4-12.0 30 8-10 Water/Gel

7. Auxiliary Equipment
Upper Kelly cock, full opening stabbing valve, 2 %" choke manifold and pit level
indicator.
8. Testing, Coring, Sampling and Logging:
a) Test: None are anticipated.
b) Coring: There is the possibility of sidewall coring,.
c) Sampling: Every 10’ from 2000’ to T.D.
d) Logging: Type Interval
DLL/SFL W/GR and SP T.D. to Surf. Csg
FDC/CNL W/GR and CAL T.D. to Surf. Csg
9. Abnormalities (including sour gas):
No abnormal pressures, temperatures or other hazards are anticipated. Qil and
gas shows are anticipated in the Wasatch Formation. Other wells drilled in the
area have not encountered over pressured zones or H2S.

10. Drilling Schedule:

The anticipated starting date is _04/30/05 . Duration of operations is expected to
be 30 days.
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THE HOUSTON EXPLORATION COMPANY
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THE HOUSTON EXPLORATION COMPANY
13 POINT SURFACE USE PLAN
FOR WELL
SOUTHMAN CANYON 7-36-9-23
LOCATED IN SW % NE Y4
SECTION 36, T. 9S, R23E, S.L.B.&M.
UINTAH COUNTY, UTAH
2N =
LEASE NUMBER: ML %

SURFACE OWNERSHIP: STATE



1.

Existing Roads:

To reach The Houston Exploration
Co well Southman Canyon 7-36-9-
23 in Section 36, T9S, R 23K,
starting in Vernal, Utah.

Proceed in a easterly, then
southerly direction from Vernal,
Utah along US Highway 40
approximately 3.9 miles to the
junction of State Highway 45; exit
right and proceed in a southerly,
direction approximately 36.6 miles
to the junction of this road and an
existing road to the west; turn
right and proceed in a westerly,
then northwesterly direction
approximately 4.4 miles to the
junction of this road and an
existing road to the south; turn left
and proceed in a southerly, then
southeasterly direction
approximately 4.5 miles to the
junction of this road and an
existing road to the north; turn
right and proceed in a northerly
direction approximately 1.4 to the
beginning of the proposed access
to the west; follow road flags in a
westerly direction approximately
250’ to the proposed location.

Total distance from Vernal, Utah to
the proposed well location is
approximately 50.8 miles.

All existing roads to the proposed
location are State of Utah, BLM
maintained or County Class D roads.
Please see the attached map for
additional details,

2. Planned access road

The proposed access road will be
approximately 250’ +/- of new
construction on lease. The road
will be graded once per year
minimum and maintained.

A) Approximate length 250 ft

B) Right of Way width 30 ft
C) Running surface 18 ft
D) Surface material Native soil
E) Maximum grade 5%
F) Fence crossing None
G) Culvert None
H) Turnouts None
I) Major cuts and fills None
J) Road Flagged Yes
K) Access road surface ownership
State
L) All new construction on lease
Yes
M) Pipe line crossing None

Please see the attached location plat
for additional details.

An off lease right of way will not
be required.

All surface disturbances for the road
and location will not be within the
lease boundary.



3. Location of existing wells

The following wells are located within
a one-mile radius of the location site.

A) Producing well
Southman Canyon 4D-36
B) Water well None
C) Abandoned well None
D) Temp. abandoned well None
E) Disposal well None

F) Drilling /Permitted well
Southman Canyon 1-36-9-23
Southman Canyon 3-36-9-23
Southman Canyon 5-36-9-23
Southman Canyon 9-36-9-23
Southman Canyon 11-36-9-23
Southman Canyon 15-36-9-23
Southman Canyon 13-36-9-23

G) Shut in wells
Southman Canyon 2D-36
Seuthman Canyon 6D-36
Southman Canyon 10D-36
Southman Canyon 16C-36
Southman Canyon 12D-36

H) Injection well None

I) Monitoring or observation well

None

Please see the attached map for
additional details.

Facilities required to comply with
0O.S.H.A. (Occupational Safety and
Health Act) will be excluded. The
required paint color is Desert Tan,

All tanks will be surrounded by a
dike of sufficient capacity to contain
the storage capacity of the largest
tank in the battery. The integrity of
the dike will be maintained.

The operator will adhere to all site
security guidelines and regulation
identified in 43 cfr 3126.7.

All off lease storage, off lease
measurement, commingling on lease
or off lease, of production, will have
prior written approval form the
authorized officer.

If the well is capable of economic
production a surface gas line will be
required.

Approximately 248° +/- of 3”
gathering line would be
constructed on State Lands. The
line would tie into the existing
pipeline in Sec. 36, T9S, R23E.
The line will be strung and
boomed to the north and west of

4. Location of tank batteries, the access road and location.
production facilities and production

gathering service lines.

All production facilities are to be
contained within the proposed
location site. Please see the attached
plat plan for a typical gas well
separator installation and well site

piping.

All permanent (on site for more than
six months or longer) structures
constructed or installed will be
painted a Desert Tan color.

An off lease right of way will not
be required.

Please see the attached location
diagrams for pipeline location.
There will be no additional surface
disturbances required for the
installation of a gathering line.

The gas meter run will be located
within 500° of the wellhead. The gas
line will be buried or anchored down
from the wellhead to the meter.



Meter runs will be housed and/or
fenced.

The gas meter will be calibrated and
the tank strapped in place prior to
any deliveries. Tests for meter
accuracy will be conducted monthly
for the first three months on new
meter installations and at least
quarterly thereafter.

The authorized officer will be
provided with a date and time for the
initial meter calibration and all future
meter-proving schedules. A copy of
the meter calibration report will be
submitted to the BLM’s Vernal
District office and State of Utah,
Division of Oil, Gas, and Mining.
All measurement facilities will
conform to API (American
Petroleum Institute) and AGA
(American Gas Association)
standards for gas and liquid
hydrocarbon measurement.

5. Location and type of water supply

Water for drilling and cementing
will come from the White River at
the Bonanza Bridge, Permit

# T-75376.

6. Source of construction materials

All construction material for this
location site and access road shall be
borrow material accumulated during
construction of the location site and
access road. Additional road gravel
or pit lining material will be obtained
from private resources.

7. Methods for handling waste disposal

A) Pit construction and liners:

The reserve pit will be
approximately 12 ft. deep and
most of the depth shall be below
the surface of the existing ground
Please see the attached plat for
details.

The reserve pit will be lined.

The reserve pit will be used to
store water for drilling. A semi-
closed system will be used to
drill the well. All fresh water for
drilling will come from a frac
tank placed on location and from
the rig tank. The pit will be used
to hold non-flammable materials
such as cuttings, salt, drilling
fluids, chemicals, produced
fluids, etc.

B) Produced fluids:

Produced water will be confined
to the reserve pit, or if deemed
necessary, a storage tank for a
period not to exceed 90 days
after initial production. During
the 90-day period an application
for approval for permanent
disposal method and location will
be submitted to the authorized
officer.

C) Garbage:

A trash cage fabricated from
expanded metal will be used to
hold trash on location and will be
removed to an authorized landfill
location.



D) Sewage:

A portable chemical toilet will be
supplied for human waste.

E) Site clean-up:
After the rig is moved off the

location the well site area will be
cleaned and all refuse removed.

8. Ancillary facilities

There are no ancillary facilities
planned at this time and none are
foreseen for the future.

9. Well-site layout

Location dimensions are as follows:

A) Pad length 345 ft.
B) Pad width 245 ft.
C) Pit depth 12 ft.
D) Pit length 150 ft.
E) Pit width 75 ft.
F) Max cut 24.2 ft.
G) Max fill 9.5 ft

H) Total cut yds. 13,900 cu yds.
I) Pit location north side
J) Top soil location

east end
K) Access road location

south end
L) Flare Pit corner C
Please see the attached location
diagram for additional details.

All pits will be fenced according to
the following minimum standards:

A) Thirty nine inch net wire shall

10.

be used with at least one strand
of wire on top of the net wire.
Barbed wire is not necessary if
pipe or some type of
reinforcement rod is attached to
the top of the entire fence.

B) The net wire shall be no more
than 2 inches above the ground.
The barbed wire shall be 3
inches above the net wire.
Total height of the fence shall
be at leas 42 inches.

C) Corner posts shall be cemented
and/or braced in such a manner
to keep the fence tight at all
times.

D) Standard steel, wood or pipe
posts shall be used between the
corner braces. Maximum
distance between any two posts
shall be no greater than 16 ft.

E) All wire shall be stretched by
using a stretching device before
it is attached to the corner posts.

Plans for restoration of the surface

Prior to construction of the location,
the top 6 inches of soil material will
be stripped off the location and the
pit area. The topsoil removed and
piled will amount to approximately
1,930 cubic yards of material.
Topsoil will be stockpiled in one
distinct pile. Placement of the
topsoil is noted on the attached
location plat. The topsoil pile from
the location will be seeded as soon
as the soil is stock piled with the
seed mix listed. When all drilling



and completion activities have been
completed and the pit back-filled
the topsoil from the pit area will be
spread on the pit area. The pit area
will be seeded when the soil has
been spread. The unused portion of
the location (the area outside the
dead men) will be re-contoured.

The dirt contractor will be provided
with an approved copy of the
surface use plan prior to
construction activities.

Changes to the drainage during the
construction activities shall be
restored to its original line of flow
or as near as possible when the pit
is back-filled

All disturbed areas will be re-
contoured to the approximate
natural contours. Prior to back
filling the pit the fences around the
reserve pit will be removed.

The reserve pit will be reclaimed
within 90 days of well completion.
If the reserve pit has not dried
sufficiently to allow back filling, an
extension on the time requirement
for back filling the pit will be
requested. Once reclamation
activities have begun, they shall be
completed within 30 days.

After the reserve pit has been
reclaimed, no depressions in the
soil covering the reserve pit will be
allowed. The objective is to keep
seasonal rainfall and run off from
seeping into the soil used to cover
the reserve pit. Diversion ditches
and water bars will be used to
divert the run off as needed.

When restoration activities have
been completed, the location site
and new access road cuts and
shoulders shall be reseeded. Prior
to reseeding, all disturbed areas will
be scarified and left with a rough
surface.

A) Seeding dates:
Seed will be spread when
topsoil is stock piled and when
reclamation work is performed.
The seed mix and quantity list
will be used whether the seed is
broadcast or drilled.

B) Seed Mix

To be determined by the
Authorized Officer.

11. Surface ownership:

Access road State
Location State
Pipe line State

12. Other information:

A) Vegetation

The vegetation coverage is
Slight. The majority of the
existing vegetation consists of
non-native species. Rabbit
brush, bitter brush, and

Indian Rice grass and
Sagebrush are

also found on the location.



®

B) Dwellings:

There are no dwelling or other
facilities within a one-mile
radius of the location.

C) Archeology:

The location has been surveyed.
A copy of that survey will be
forwarded to your office.

If, during operations, any
archaeological or historical
sites, or any objects of antiquity
(subject to the antiquities act of
June 8, 1906) are discovered, all
operations, which would affect
such sites, will be suspended
and the discovery reported
promptly to the surface
management agency.

D) Water:

The nearest water is the
White River located 2 miles
to the South.

E) Chemicals:

No pesticides, herbicides or
other possible hazardous

C

¢) Spud notice
At least twenty-four (24)
hours prior to spudding
the well.

d) Casing string and
cementing
At least twenty-four (24)
hours prior to running
casing and cementing all
casing strings.

¢) BOP and related
equipment tests
At least twenty-four (24)
hours prior to initial
pressure tests.

f) First production notice
Within five (5) business
days after the new well
begins, or production
resumes after well has
been off production for
more than 90 days.

G) Flare pit:

The flare pit will be located in
corner C of the reserve pit out
side the pit fences and 100 feet
from the bore hole on the east
side of the location. All fluids
will be removed from the pit
within 48 hours of occurrence.

chemicals will be used without 13. Lessees or Operator’s representative
prior application. and certification

F) Notification: A) Representative

a) Location Construction William A. Ryan
At least forty eight (48) 290 S 800 E
hours prior to Rocky Mountain Consulting
construction of location Vernal, UT 84078
and access roads.

b) Location completion Office 435-789-0968
Prior to moving on the Fax 435-789-0970
drilling rig, Cellular  435-828-0968




Statement of use of Hazardous Materials

No chemical(s) from the EPA’s consolidated list of Chemicals subject to Reporting undcr
Title 111 of the Superfund Amendments and Reauthorization, Act (SARA) of 1986 will be
used, produced, transported, stored, disposed, or associated with the proposed action. No
extremely hazardous substances, as defined in 40 cfr 355, will be used, produced, stored,
transported, disposed, or associated with the proposed action.

If you require additional information please contact:

William A Ryan

Agent for The Houston Exploration Company
Rocky Mountain Consulting

290 S800 E

Vernal, UT 84078

435-789-0968 Office
435-828-0968 Cell
435-789-0970 Fax



THE HOUSTON EXPLORATION COMPANY
SOUTHMAN CANYON #7-36-9-23

LOCATED IN UINTAH COUNTY, UTAH
SECTION 36, T9S, R23E, S.L.B.&M.
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THE%OUSTON EXPLORATION C(&PANY

LOCATION LAYOUT FOR
SOUTHMAN CANYON #7--36-9-23
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/06/2005

APTI NO. ASSIGNED: 43-047-36536

WELI, NAME: SOUTHMAN CYN 7-36-9-23
OPERATOR : HOUSTON EXPLORATION CO, ( N2525 )
CONTACT: BILL RYAN PHONE NUMBER: 435-789-0968
PROPQOSED LOCATION:
SURFACE: 2184 FNL 1994 FEL Tech Review Initials Date
BOTTOM: 2184 FNL 1994 FEL
Engineerin N
UINTAH g g DIL (O < / <7 / o<
NATURAL BUTTES ( 630 ) Geology
LEASE TYPE: 3 - State Surface
LEASE NUMBER: ML-47782
SURFACE OWNER: 3 - Stat
are LATITUDE: 39.99373
PROPOSED FORMATION: CSLGT
COALBED METHANE WELL? NO LONGITUDE: -109.2724
RECEIVED AND/OR REVIEWED: LOCATION AND SITING:
W/ Plat R649-2-3.
(V. Bond: Fed[] Ind[] Stal] Feel] .
Unit
(No. _ JoYis504 ¢ )
Ll Potash (Y/N) AVl R649-3-2. General
'\! 0il Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells
; Water Permit ___ R649-3-3. LABzxewption.
(No. T-75376 ) .
[ - Drilling Unit
Al RDCC Review (Y/N)
Board Cause No:
(Date: )
Eff Date:
AP Fee Surf Agreement (Y/N) Siting:
R649-3-11. Directional Drill

COMMENTS :

Noseds Does. o (04-8-05)

STIPULATIONS:
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DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS
OPERATOR: THE HOUSTON EXPLORATION COMPANY
WELL NAME & NUMBER: SOUTHMAN CANYON 7-36-9-23
API NUMBER: 43-047-36536

LOCATION: 1/4,1/4 SW/NE Sec: 36 TWP: _9S RNG: 23E 1994 FEL 2184° FNL

Geology/Ground Water:

The Houston Ex. Co. proposes to set 2000 feet of surface casing cemented to the surface. The base of the
moderately saline water is estimated at 3,400 feet. A search of Division of Water Rights records shows no
water wells within a 10,000 foot radius of the proposed location. The surface formation at this location is the

Uinta Formation. The Uinta Formation is made up of discontinuous sands interbedded with shales and are not

expected to produce prolific aquifers. The proposed surface casing should adequately protect any near surface
aquifers.

Reviewer: Brad Hill Date: 04-21-05

Surface:

The predrill investigation of the surface was performed on 04/19/05. Floyd Bartlett with DWR and Ed Bonner
with SITLA were invited to this investigation on 04/11/05. Mr. Bartlett was present. He had no concerns
regarding the construction of this location or the drilling of the well. SITLA did not have a representative present.

This site is on State surface, with State minerals, and appears to be the best site for a location in the immediate area.
Earthwork calculations require a fill of 0.9 * at the location stake. This fill must be compacted to support drilling rig

substructure. A diversion ditch will be constructed around the west side of location.

Reviewer: David W, Hackford Date: 04/21/2005

Conditions of Approval/Application for Permit to Drill:

None.



ON-SITE PREDRILL EVALUATION
Division of 0il, Gas and Mining

OPERATOR: THE HOUSTON EXPLORATION COMPANY

WELL NAME & NUMBER: SOUTHMAN CANYON 7-36-9-23

API NUMBER: 43-047-36536

LEASE: ML-47782 FIELD/UNIT: NATURAL BUTTES

LOCATION: 1/4,1/4 SW/NE Sec: 36 TWP: 9S RNG: 23E 1994’ FEL 2184’ FNL
LEGAL WELL SITING: 460 F SEC. LINE; 460 F 1/4,1/4 LINE; 920 F ANOTHER WELL.
GPS COORD (UTM): 647485E 4428285N SURFACE OWNER: STATE OF UTAH

PARTICIPANTS

DAVID W. HACKFORD (DOGM). FLOYD BARTLETT (DWR). GINGER STRINGHAM
(HOUSTON) .

REGIONAL/LOCAL SETTING & TOPOGRAPHY

SITE IS ON A BROKEN PLAIN THAT SLOPES GENTLY TO THE NORTHWEST, AND IS
MODERATELY RUGGED WITH RIDGES, BUTTES, AND MODERATELY DEEP, INCISED
DRAINAGES. MOST OF THIS REGION DRAINS BY A SERIES OF DENDRITIC STREAMS
WHICH FLOW WEST, THEN SOUTH TO THE WHITE RIVER. THIS SITE IS IN A VERY
SHALLOW BASIN THAT SLOPES GRADUALLY TO THE SOUTH. THE IMMEDIATE AREA IS
MODERATELY DISSECTED BY SHALLOW EROSIONAL CHANNELS THAT DRAIN TO THE
SOUTH BEFORE TURNING TO THE WEST. THE WHITE RIVER IS 2.5 MILES TO THE
SOUTH. THERE IS A RUGGED, STEEP RIDGE WITH NUMEROUS SANDSTONE
QUTCROPPINGS 500’ TO THE NORTHEAST.

SURFACE USE PLAN

CURRENT SURFACE USE: WILDLIFE AND LIVESTOCK GRAZING, HUNTING.

PROPOSED SURFACE DISTURBANCE: LOCATION WILL BE 345’ BY 245’. ACCESS ROAD
WILL BE 250 FEET.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: SEE ATTACHED MAP FROM
GIS DATABASE.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: ALL PRODUCTION
FACILITIES WILL BE ON LOCATION AND ADDED AFTER DRILLING WELL. PIPELINE
WILL FOLLOW ACCESS ROAD.

SOURCE OF CONSTRUCTION MATERIAL: ALL CONSTRUCTION MATERIAL WILL BE
BORROWED FROM SITE DURING CONSTRUCTION OF LOCATION.

ANCILLARY FACILITIES: NONE WILL BE REQUIRED.

WILL DRILLING AT THIS LOCATION GENERATE PUBLIC INTEREST OR CONCERNS?
(EXPLAIN) : UNLIKELY.

WASTE MANAGEMENT PLAN:

DRILLED CUTTINGS WILL BE SETTLED INTQO RESERVE PIT. LIQUIDS FROM PIT WILL




BE ALLOWED TO EVAPORATE. FORMATION WATER WIL’EE CONFINED TO STORAGE
TANKS. SEWAGE FACILITIES, STORAGE AND DISPOSAL WILL BE HANDLED BY
COMMERCIAL CONTRACTOR. TRASH WILL BE CONTAINED IN TRASH BASKETS AND

HAULED TO AN APPROVED LAND FILL.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: NONE

FLORA/FAUNA: SAGE, GREASEWOOD, HORSEBRUSH, PRICKLY PEAR, SHADSCALE:
ANTELOPE, RODENTS, RAPTORS, SONGBIRDS, BOBCAT, COYOTE, RABBITS.

SOIL TYPE AND CHARACTERISTICS: LIGHT BROWN SANDY CLAY.

EROSION/SEDIMENTATION/STABILITY: VERY LITTLE NATURAL EROSTON.
SEDIMENTATION AND STABILITY ARE NOT A PROBLEM AND LOCATION CONSTRUCTION
SHOULDN’T CAUSE AN INCREASE IN STABILITY OR EROSION PROBLEMS.

PALEONTOLOGICAL POTENTIAL: NONE OBSERVED

RESERVE PIT

CHARACTERISTICS: 150’ BY 75’ AND 12’ DEEP.

LINER REQUIREMENTS (Site Ranking Form attached): A LINER WILL NOT BE
REQUIRED FOR RESERVE PIT.

SURFACE RESTORATION/RECLAMATION PLAN

AS PER STTLA.

SURFACE AGREEMENT: AS PER SITLA.

CULTURAL RESOURCES/ARCHAEOLOGY : SITE WAS INSPECTED BY SAGEBRUSH
ARCHEOLOGICAL CONSULTANTS. A REPORT OF THIS INVESTIGATION WILL BE PLACED ON
FILE.

OTHER OBSERVATIONS/COMMENTS

THIS PREDRILL INVESTIGATION WAS CONDUCTED ON A WARM, SUNNY DAY WITH NO
SNOW COVER. .

ATTACHMENTS

PHOTQS OF THIS SITE WERE TAKEN AND PLACED ON FILE.

DAVID W. HACKFORD 4/19/05, 11:30 AM
DOGM REPRESENTATIVE DATE/TIME




Eg.mtion Ranking Criteria and Ranking S,e

For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking
Distance to Groundwater (feet)
=200 o]
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 5

Distance to Surf. Water (feet)

»1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 )
Distance to Nearest Municipal
Well (feet)
=5280 0
1320 to 5280 5
500 to 1320 10
=500 20 0
Distance to Other Wells (feet)
=1320 0
300 to 1320 10
<300 20 )
Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 o
Fluid Type
Air/mist 0
Fresh Water 5
TDS =5000 and <10000 10
TDS =10000 or 0il Base Mud Fluid 15
containing significant levels of
hazardous constituents 20 5
Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0
Annual Precipitation (inches)
=10 0
10 to 20 S
»20 10 0
Affected Populations
<10 0]
10 to 30 [
30 to 50 8
=50 10 0
Presence of Nearby Utility
Conduits
Not Present 0
Unknown 10
Pregent 15 0

Final Score 10 (Level III Sensitivity)

Sensitivity Level I = 20 or more; total containment is required.
Sensitivity Level 1l = 15-19; lining is discretionary,
Sensitivity Level U1l = below 15; no specific lining is required .
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04-05 Houston Southman Cyn 7-36-9-23

Well name:

Operator; The Houston Exploration Company
String type:  Surface

Location: Uintah County

Project 1D:
43-047-36536

Design parameters:

Minimum design factors:

Environment:

Collapse Collapse: H2S considered? No
Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 93 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 250 ft
Burst:
Design factor 1.00 Cement top: 0ft
Burst
Max anticipated surface
pressure: 1,760 psi
Internal gradient: 0.120 psifft Tension: Non-directional string.
Calculated BHP 2,000 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 8,165 ft
Tension is based on buoyed weight. Next mud weight: 10.000 ppg
Neutral point: 1,749 ft Next setting BHP: 4,242 psi
Fracture mud wt: 19.250 ppg
Fracture depth: 2,000 ft
Injection pressure 2,000 psi
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)

1 2000 8.625 36.00 J-55 ST&C 2000 2000 7.7 143.5
Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load  Strength Design Load Strength Design Load Strength Design

(psi) (psl) Factor {psi) (psi) Factor (Kips) {Kips) Factor

1 873 3450 3.953 2000 4460 223 63 434 6.89J

Prepared  Clinton Dworshak Phone: 801-538-5280 Date: April 22,2005
by: Utah Div. of Oil & Mining FAX: 810-359-3940 Salt Lake City, Utah
Rernarks:

Collapse is based on a vertical depth of 2000 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the purchaser.
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04-05 Houston Southman Cyn 7-36-9-23

Well name:

Operator: The Houston Exploration Company

String type:  Production Project {D:
43-047-36536

Location: Uintah County

Design parameters:

Environment:
H2S considered? No

Minimum design factors:

Collapse Collapse:
Mud weight: 10.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 179 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft
Burst:
Design factor 1.00 Cement top: 4,354 ft
Burst
Max anticipated surface
pressure: 3,262 psi

Intemnal gradient: 0.120 psifft Tension: Non-directional string.

Calculated BHP 4,242 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body vyield: 1.50 (B)
Tension is based on buoyed weight.
Neutral point; 6,944 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
() (in) (Ibs/ft) (ft) (ft) (in) (ft)

1 8165 4.5 11.60 N-80 LT&C 8165 8165 3.875 189.3
Run Collapse Collapse Collapse Burst Burst Burst Tension  Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

{psi) (psi) Factor (psi) {psi) Factor (Kips) (Kips) Factor

1 4242 6350 1.497 4242 7780 1.83 81 223 2774

Prepared  Clinton Dworshak Phone: 801-538-5280 Date: April 22,2005
by: Utah Div. of Oil & Mining FAX: 810-359-3940 Salt Lake City, Utah
Remarks:

Collapse is based on a vertical depth of 8165 ft, a mud weight of 10 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the purchaser.



i Diana Whitney - Well Clearance : Page 1]
From: Ed Bonner
To: Whitney, Diana
Date: 7/18/2005 1:37:58 PM
Subject: Well Clearance

The following wells have been given cultural resource clearance by the Trust Lands Cultural Resources
Group:

Houston Exploration Company
Southman Canyon 1-36-9-23
Southman Canyon 3-36-9-23
Southman Canyon 5-36-9-23
Southman Canyon 7-36-9-23
Southman Canyon 9-36-9-23
Southman Canyon 15-36-9-23

Dominion Exploration & Production, Inc
LCU 5-2H

LCU 11-2H
LCU 14-36F ‘

If you have any questions regarding this matter please give me a call.

CcC: Garrison, LaVonne; Hill, Brad; Hunt, Gil



State of Utah

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director
Division of
Oil, Gas & Mining

JOHN R. BAZA
Division Director

JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

Tuly 19, 2005

Houston Exploration Company
1100 Louisiana, Suite 2000
Houston, TX 77002

Re: Southman Canyon 7-36-9-23 Well, 2184' FNL, 1994' FEL, SW NE,
. Sec. 36, T. 9 South, R. 23 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 ef seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-36536.

Sincerely,

Gil Hunt

Acting Associate Director
pab
Enclosures

cc; Uintah County Assessor
SITLA

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (B01) 538-5340 « facsimile (801) 359-3940 » TTY (801) 538-7458 » www.ogm.utah.gov



Operator: Houston Exploration Company

Well Name & Number Southman Canyon 7-36-9-23

API Number: 43-047-36536

Lease: ML-47782

Location: SW NE Sec. 36 T. 9 South R. 23 East

Conditions of Approval
General
Compliance with the requirements of Utah Admin. R. 649-1 ef seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for Permit to Drill.

Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:

e 24 hours prior to cementing or testing casing

» 24 hours prior to testing blowout prevention equipment
24 hours prior to spudding the well
within 24 hours of any emergency changes made to the approved drilling program
prior to commencing operations to plug and abandon the well

The following arc Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):
e Dan Jarvis at (801) 538-5338
e Carol Daniels at (801) 538-5284 (spud)

Reporting Requirements

All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)



Page 2

API #43-047-36536
July 19, 2005

6.

The 4 4" production string cement shall be brought back to £3200” minimum to isolate
base of moderately saline ground water.

This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
“Board”). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.



. STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: Southman Canyon 7-36-9-23

APl number: 4304736536

Location: Ohr-Cir SENE Siection: 36 Township: 98 Fangs: 23E
Company that filed original application: | Houston Exploration Company

Date original permit was issued: 08/09/2005

Company that permit was issued to: Houston Exploration Company

Check

one Desired Action:

&

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

v | Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes | No

If located on private land, has the ownership changed?

If so, has the surface agreement been updated?

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location?

Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?

Have there been any changes to the access route including ownership or right-of-way, which could affect the
proposed location?

Has the approved source of water for drilling changed?

SIS SN SIS

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?

Is bonding still in place, which covers this proposed well? Bond No. RLB0008031 v

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with
necessary supporting information as required.

Name (please pri AL,E}Q’CWLIL Title VICE PRESIDENT OF LAND
Signature \_’/y / Date 09/19/2005

4
Representing (Company name) ENDURING RESOURCES, LLC

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operat(r;Gh the Application for
Permit to Drill. : IR

(3/2004) SEP 26 2005



S.. : OF UTAH ' " FORM S

DEPARTMENT OF ~ATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:

e
8. IF INDIAN, ALLOTTEE OR TRIBE NAME;

SUNDRY NOTICES AND REPORTS ON WELLS

7. UNIT or GA AGREEMENT NAME:
Do not use this form for proposals to drill new waells, significantly deepen existing walls below current bottom-hole depth, reenter plugged walls, or to
drilt horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposats,

ol weL. [] GASWELL /] OTHER

1. TYPE OF WELL 8. WELL NAME and NUMBER:

See Attached List
2. NAME OF OPERATOR: - 9. APl NUMBER:
The Houston Exploration Company MNAS A&
3. ADDRESS OF OPERATOR. PHONE NUMBER: 10. FIELD AND POOL, OR WILDGAT:
1100 Louisiana,Ste 2000 Houston state TR 25 77002 (713) 830-6938
4. LOCATION OF WELL
FOOTAGES AT sURFACE: See Attached List county:  Uintah
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH
. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
[C] acimze [C] oeeren [[] REPERFORATE CURRENT FORMATION
7] noTice oF INTENT
(Submit in Duplicate) [ Aurercasing [] FRACTURE TREAT [] sioeTrRAcK TO REPAR WELL
Approximate date work wilt start: [C] casing RepaR [] newconsTrucTion [C] TEMPoraRILY ABANDON
_gff 78; ive [] cHancE To PreVios pLANS [/] operaTOR cHanGE 9/1/05 [J TusinG Rerair
[[J cHance TusNG [ PLuG AND ABANDON [J ventorFuare
[] sussequent RepoRrT [] cHance weLL nave [ rucsack [C] water oisposac
(Subrmit Original Form Only)
[] cHanGE wewL sTATUS [[] ProbucTion (sTART/RESUME) [ water sHur-orr
Date of work complation:
[ commmncLE PRODUCING FORMATIONS [ recLamation oF wewt, sime [ otHer:
[] converTwew Tvre [] RECOMPLETE - DIFFERENT FORMATION
—
—_— e

12, DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, efc.

Enduring Resources, LLC Operator #N 2750 Utah State Bond #RLB0008031
475 17th Street, Ste 1500
Denver, CO 80202

Contact : Frank Hutto 303-350-5102 U ors
Signature & Titl
o 7/09 05

/

NAME (pLEASE PRINT) J0ANNE Hresko y nme _Vice President/General Manager Onshore

SEP 2 § 2005

Division of Ofl, Gas and Mining DIV. OF OIL, GAS & Mining
(5/2000) Earlene Russe“’ Ensineel' iﬂl Techﬂkh‘nctions on Reverse Side) '

9/2/2005

DATE




AP1 Well Number

43047355550000
43047355510000
43047356930000
43047359080000
43047356920000
43047355520000
43047359290000
43047-359210000
43047359090000
43047359940000
43047-356220000
43047358600000
43047359120000
43047359200000
_ 43047359050000
43047348150000
43047332510000
43047347560060
43047348140000
43047361500000
43047361840000
43047353630000
43047353640000
43047357700000
43047357720000
43047356910000
43047353650000
43047353610000
43047353620000
43047357710000
43047355590000

TRANSFER OF OPERATOR

NATURAL BUTTES FIELD, UINTAH COUNTY, UTAH

DRILLED WELLS, TO BE OPERATED BY ENDURING RESOURCES, LLC

Well Name

Bonanza #10D-18
Bonanza #12D-12
Bonanza #2D-27

Bonanza 10-11

Bonanza 10D-8

Bonanza 1-11

Bonanza 12-20

Bonanza 12A-18

Bonanza 14-12

Bonanza 4-18

Bonanza 4D-16

Bonanza 6-36

Bonanza 6B-8

Bonanza 8D-7

Buck Canyon 15-24
Cartwright 2-35

East Bench 11-16

Hoss 15

Littie Joe 11-7

Rainbow 14-17

Rainbow 2-16

Southman Canyon 10D-36
Southman Canyon 12D-36
Southman Canyon 14C-36
Southman Canyon 16C-36
Southman Canyon 2D-30
Southman Canyon 2D-36
Southman Canyon 4D-36
Southman Canyon 6D-36
Southman Canyon 8C-36
Thurston Federal #12-1

Well Status

St
Producing
Producing
Producing
Si
Producing

" Drig

Producing
Evaluating
WOPL
Producing
Producing
Producing
Producing
P&A

TA

wocC
Producing
TA

WOC
wOC
Producing
Producing
Producing
Producing
Producing
Producing
Producing
Producing
Producing
Producing

NWSE
NWswW
NWNE
NWSE
NWSE
NWNW
NWSWwW
NWsSWwW
SESW
NWNW
NWNW
SENW
SENW
SENE
SWISE
NWNE
NESW
SWSE
NENE
SESW
NWNE
NWSE
NWSW
SESW
SESE
NWNE
NWNE
NWNW
SENW
SENE
SESwW

Qtr/Qtr

18
12
27
"
8
11
20
18
12
18
16
36
8
7
24
35
16
20
7
17
16
36
36
36
36
30
36
36
36
36
12

98-24E
9S-23E
98-24E
98-23E
9S-24E
98-23E
98-25E
9S-24E
95-23E
98-24E
9S-24E
9S-24E
95-24E
95-24E
128-21E
9S-24E
118-22E
9S5-25E
98-25E
11S-24E
11S-24E
9S-23E
98-23E
98-23E
98-23E
98-24E
9S-23E
98-23E
98-23E
95-23E
128-21E

Section Township-Range FNL/FSL

1437 S
1556 S
1064 N
1991 S
1510 S
990 N
1998 S
2067 S
505 S
706 N
1152 N
2217 N
2017 N
1992 N
700 8
858 N
S S
1291 8
TION
780 S
837 N
1757 S
1518 §
648 S
542 8
171 N
960 N
1163 N
2466 N
2185 N
692 8

FEL/FWL

1800 E

867 W
1824 E
1755 E
1768 E

990 E

g25 w

813 W
2001 W

682 W
1209 W
2009 w
1878 W

477 E
2139 E
2104 E
1980 W
2088 E

644 E
1726 W
2136 E
1650 E
1069 W
1717 W

736 E
1502 £
151 E
M37T W
21w

694 E
1959 W

Latitude

40.03340
40.04788
40.01123
40.04866
40.04789
40.05431
40.01947
40.03430
40.04455
40.04119
40.04000
39.99336
40.05213
40.05220
39.75386
39.99733
39.85889
40.01767
40.05562
39.85689
39.86708
39.98991
39.98977
39.98689
39.98607
40.01111
39.99711
39.99623
39.99336
39.99358
39.78280

Longitude

~109.25282
-109.28055
-109.19600
~109.29035
-109.23383
-109.29891
-109.13150
-109.26242
-109.27693
-109.26288
~109.22349
-109.16393
-109.24004
-109.24845

-109.5134
-109.17882
-109.46172
-109.12236
~109.13601
-109.25731
~109.23348
-109.27148
-109.28040
-109.27716
-109.26912
-109.25269
-109.27228
-109.28012
-109.27635
-109.26783
-109.51768




. TRANSFER OF OPERATO
: BLM APPROVED WELLS &7

PREVIOUS OPERATOR: Houston Exploration Company
NEW OPERATOR: Enduring Resources, LLC

EFFECTIVE DATE: September 1st, 2005

Lease
Well Name Q/Q Sec | T R Number Footages f/ Sec Lines - SL API Number
AspiTattWeeh—9-7 SWISW— T o AR UTU-70090 798 O & 020 P W13 043535 £
Bonanza 16-18 SE/SE | 18 | 9S [24E| UTU-73457 861’ FSL & 715’ FEL 43-047-35992
Bonanza 4-11 NWINW | 11 | 9S [23E| UTU-74426 671’ FNL & 729° FWL 43-047-35968
Bonanza 10D-12 NWISE | 12 | 98 [23E( UTU-74426 1,785' FSL & 1,855' FEL 43-047-35919
Bonanza 12-11 NWISW | 11 | 98 [23E| UTU-74426 1748’ FSL & 420’ FWL 43-047-35916
Bonanza 14-18 SE/SW | 18 | 95 |24E| UTU-73457 472' FSL & 2,010’ FWL 43-047-35993
Bonanza 14A-8 SE/SW | 8 | 95 [24E| UTU-73457 907’ FSL & 2,298’ FWL 43-047-35952
Bonanza 16A-27 SE/SE | 27 | 9S [24E| UTU-80571 862’ FSL & 581’ FEL o 43-047-35923
Bonanza 2-21 NW/NE | 21 | 85 |25E| UTU-73470 1,207° FNL & 1,541 FEL 43-047-35926
Bonanza 3-8 NW/INW | 8 | 95 [24E| UTU-73457 573’ FNL & 1,518 FWL 43-047-35966
Bonanza 6D-7 SENW | 7 | 98 [24E| UTU-734257 2,310’ FNL & 2,310’ FWL 43-047-35690
Bonanza 8-11 SE/NE | 11 | 9S8 [23E| UTU-74426 2,163 FNL & 615’ FEL 43-047-35907
Bonanza 8B-27 SENE_| 27 | 9S |24E| UTU-80571 1,830’ FNL & 735’ FEL 43-047-35923
Buck Camp 4-25 NW/NW | 25 | 118 [ 22E] UTU-74424 804 FNL & 695 FWL 43-047-36276
[Buck Camp 4-26 NW/NW | 26 | 11S[22E[ UTU-74974 660’ FNL & 660’ FWL 43-047-36274
Buck Canyon 1-24 NE/NE | 24 | 12S[21E[ UTU-73440 488' FNL & 833" FEL 43-047-35606
Buck-Ganyom—45-24— 2438 AU T U-7-3440-1—~—— =700 S 180 2 439 FEL »-43-047+35865~
BuskCanyon 7.24 SWINE——24— 128 2B GTU-T3aa0 | Z.08T FNL & Z 17T FEL 25047
Buck Canyon—9=24—————— | NE/SE | 24 | 12§ UTYU-73440 AZBL' ESL & 8SR'FEL | =047~
Rainbow 1-17 NE/NE | 17 | 11S|24E]| UTU-73920 795’ FNL & 586’ FEL 43-047-36151
Southman Canyon #14-30 SE/SW | 30 | 9S8 [24E[ UTU-80571 740’ FSL & 1,737° FWL 43-047-35914
Southman Canyon #4C-30 NW/NW [ 30 |98 |24E| UTU-80571 676" FNL & 568’ FWL 43-047-35913
Southman Canyon 12-30 NW/SW | 30 | 98 124E| UTU-80571 1,912’ FSL & 513° FWL 43-047-36104
Southman Canyon 8-30 SEINE | 30 [ 98 [24E| UTU-80571 1,875’ FNL & 818’ FEL 43-047-35994
Southman Canyon 9-30 NE/SE | 30 [ 9S |Z3E| UTU-B0571 2,069 FSL & 831’ FEL 43-047-36019

P:\Operations\Drilling\Uinta

K HAB0Y47- 8590¢
o« 43047- 35953

9/20/2005




S

TRANSFER OF OPERATOR
i1 OF UTAH APPROVED AND P

PREVIOUS OPERATOR: Houston Exploration Company
NEW OPERATOR: Enduring Resources, LLC
EFFECTIVE DATE: September 1st, 2005

*IJING ks

Lease Footages f/ Sec Lines - Well
Well Name QQ Sec| T | R Number SL AP Number FIELD Type
Asphait Wash 11-16-11-24 NESW | 16 | 115 | 24E | MIL-73021 |2000 FSL & 1900 FWL | 43-047-37088 Undesignated | Gas
Asphalt Wash 12-16-11-24 N\_I_VSW 16 | 118 | 24E| ML-47080 [2060 FSL & 839 FWL 43-047-36873 Undeslgﬂed Gasg
Asphalt Wash 14-16-11-24 SESW 16 | 118 [ 24E| ML-47080 {537 FSL & 2140 FWL 43-047-36876 Undesignated Gas
Asphalt Wash 3-16-11-24 NENW 16 | 118 | 24E| ML-47080 |825 FNL & 2116 FWL 43-047-36886 Undesignated Gas
Asphalt Wash 4-16-11-24 NWNW 16 | 118 | 24E] ML-47080 |521 FNL & 766 FWL 43-047-36885 Undesignated Gas
Asphalt Wash 5-16-11-24 SWNW | 16 | 11S | 24E| ML-47080 [1880 FNL & 630 FWL 43-047-37089 Undeslgnated Gas
Asphalt Wash 7-16-11-24 SWNE 16 | 118 | 24E| ML-47080 [1781 FNL & 1676 FEL 43-047-36874 Undesignated Gas
Asphalt Wash 8-16-11-24 SENE 16 | 118 24E| ML-47080 {1905 FNL & 642 FEL 43.047-36875 Undesignated Gas
Bonhanza 14-20 SESW | 20 | 95 |25E| ML-45558 |838'FSL & 1,922’ FWL 43-047-35930 Chapita Wells Gas
Bonanza 4-20 NWNW | 20 | 98 25E | ML-45558 |933' FNL & 583 FWL 43-047-35924 Chapita Wells Gas
Bonanza 4-29 NWNW | 29 | 95 | 25E] ML-45559 1600’ FNL & 596° FWL 43-047-36010 Chapita Wells Gas
Bonanza 4-36 NWNW | 36 | 95 | 2dE| ML-46527 |258' FNL & 862’ FWL 43-047-35861 Natural Buttes Gas
Bonanza 6-20 SENW 20 | 95 [25E| ML-45558 2,178’ FNL & 1,839 FWL | 43-047-35928 Chapita Wells Gas
Buek-Canyon 9-16-12.21. g |_NESE—}16 | 125 21E | 80’ FSL & 660’ —Buck Canyeon—
Buck Canyon 11-16-12-21 NESW 16 | 125 | 21W| ML-47085 |NA 43-047-37119 Undesignated Gas
Buck Canyon 13-16-21-21 SWSW 16 | 215 | 21W{ ML-47085 |NA 43-047-37118 Undesignated Gas
|Buck Canyon 15-16-12-21 SWSE 16 | 125 | 21W| ML-47085 |NA 43-047-37120 Buck Canyon Gas
East Bench 1-16 NENE 16 | 115 | 22E{ ML-46911 |660’ FNL & 660° FEL 43-047-36126 Undesignated Gas
East Bench 15-16 SWSE 16 | 118 22'_5 ML-46911 |545' FSL & 1,848’ FEL 43-047-36128 Undesiggated Gas
[East Bench 3-16 NENW | 16 | 11S[22F| ML-46911 (832’ FNL & 1,978’ FWL 43-047-36125 Undesignated Gas
East Bench 7-16 SWNE 16 | 118 | 22E| ML-46911 |1,909° FNL & 1,643’ FEL 43-047-36127 Undesignated Gas
East Bench 12-16-11-22 NWSW 16 | 11S | 22E| ML-46911 |1862 FSL & 838 FEL 43-047-37128 Undesignated Gas
East Banch 13-16-11.22 SWSW 16 | 118 ( 22E| Mt.-46911 |880 FSL & 750 FWL 43-047-37130 Undesignated Gas
East Bench 14-16-11-22 SESW 16 | 118 [ 22E| ML-46911 |848 FSL & 1930 FWL, 43-047-37122 Undesignated Gas
East Bench 16-16-11.22 - SESE 16 | 115 | 22E| ML-46911 |663 FSL & 1055 FEL 43-047-37121 Undesignated Gas
East Bench 2-16.11-22 NWNE 16 | 115 | 22FE| ML-46911 |705 FNL & 2077 FEL 43-047-37125 Undesignated Gasg
East Bench 4.16-11.22 NWNW | 16 | 11S | 22E| MI.-46911 [760 FNL & 860 FWL 43-047-37126 Undesignated Gas
East Bench 5-16-11-22 SWNW | 16 | 1S | 22E] ML-46911 [1980 FNL & 758 FWL 43-047-37129 Undesignated Gas
East Bench 6-16-11.22 SENW 16 | 11S | 22FE | ML-46911 [1887 FNL & 2138 FWL 43-047-37124 Undesignated Gas
East Bench 8-16-11-22 SENE 16 ) 118 | 22E{ ML-46911 [1880 FNL & 780 FEL 43-047-37127 Undesignated Gas
East Bench 9-16-11-22 NESE 16 | 118 | 22E| M1-46911 |2035 FSL & 1422 FEL 43-047-37123 Undesignated Gas
[Srrsihrer—tep SN L3 Wﬁmmmw—aﬂ—'
Hanging Rock 1-32 NENE 32 | 11S | 23E| ML-47079 |542° FNL & 690’ FEL 43-047-36309 Undesignated Gas
Little Pack Mountain 1-16 NWNW | 16 | 125 | 20E| ML-47082 |609 FNL. & 688 FEL 43-047-36981 Wildcat Gas
Little Pack Mountain 7-32 SWNE 32 | 128 | 20E | ML-47083 [1792 FNL & 1797 FEL 43-047-36980 Wildcat Gas
Rock House 12-36-10-23 NWSW | 36 | 10S | 23E| ML-47907 1844 FSL & 755 FWL 43-047-36534 Natural Buttes Gas
Rock House 13-32.10-23 SWSW | 32 | 10S | 23E| ML-47063 [564 FSL & 471 FWL 43-047-36411 Natural Buttes Gas
Rock House 1-36-10-22 NENE 36 | 108 | 22E| ML-47061 {620 FNL & 850 FEL 43-047-36408 Natural Buttes Gas
Rock House 3-36-10-22 NENW 36 | 10S | 22E| ML-47061 [934 FNL & 1783 FWL 43-047-36407 Natural Buttes Gas
Rock House 4-32-10-23 SWNW | 32 | 10S | 23E] ML-47063 |1406 FNL & 562 FWL 43-047-36412 Natural Buttes Gas
Rock House 7-36-10-22 SWNE 36 | 105 | 22E| ML-47061 [2209 FNL & 2445 FEL 43-047-36409 Natural Buttes Gas
MHM&QO———-__—-NESE._ Mﬂm—mwm
Rockhouse #13-36 SWSW | 36 | 108 BE ML-46907 486 FSL & 844’ FWL 43-047-35902 Natural Buttes Gas
Rockhouse 16-2 SESE 2 | 11S]23E| ML-47078 |909° FSL & 748’ FEL 43-047-36152 Rockhouse Gas
Seep Springs 10-13-12-24 NWSE 13 [ 125 | 24E| ML-49275 11950 FSI. & 1802 FEL 43-047-36634 Undesignated Gas
Seep Springs 1-13-12-24 NENE 13 | 125 | 2dE| ML-49275 |753 FNL & 487 FEL 43-047-36628 Undesignated Gas
Seep Springs 15-11-12-24 SWSE 11 | 128 [ 24E} MI.-49274 (829 FSL & 2178 FEL 43-047-36626 Undesignated Gas
Seep Springs 15-13-12.24 SWSE 13 | 12S [ 24E| ML-49275 |622 FSL & 1806 FEL 43-047-36630 Undesignated Gas
Seap Springs 16-11-12-24 SESE 11 | 128 | 24E| MI1_-49274 |659 FSL & 466 FEL 43-047-36625 Undesignated Gas
SeeE Sprlngs 16-13-12-24 SESE 13 | 128 ) 24E| ML 49275 |686 FSL & 640 FEL 43-047.36629 Undeslgpated Gas
Seep Springs 2-13-12-24 NWNE | 13 | 125 | 24E| ML-49275 [465 FNL & 1807 FEL 43-047-36627 Undesignated Gas
Saep Sprln;_;s 7-13-12-24 SWNE 13 1128 | 24E| ML-49275 | FNL & FEL 43-047-36631 Undesignated Gas
Seep Sp@gs 8-13-12-24 SENE 13 | 128 | 24E| ML-49275 |1969 FNL & 642 FEL 43-047-36632 Undesignated Gas
Seep Springs 9-13-12-24 NESE 13 1128 1 24E} ML-49275 |663 FSI & 1960 FEL 43-047-36633 Undesig&ted Gas .

S e e U LA 406 e
0. h-SWEW —MLAZZR2 467 b S L8829 Fi¥i———|

P:\Operations\Drilling\Uinta
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NEW OPERATOR: Enduring Resources, LLC
EFFECTIVE DATE: September 1st, 2005

TRANSFER OF OPERATOR
STATE OF UTAH APPROVED AND P

PREVIOUS OPERATOR: Houston Exploration Company

Lease Footages f/ Sec Lines - Wall
Well Name QQ Sec| T R Number SL APl Number FIELD Type
Southman Canyon 1-36-9-23 NENE 36 | 95 | 23E| ML-47782 681 FNL & 496 FEL 43-047-36537 Natural Buttes Gas
Southman Canyon 15-36-9-23 SWSE 36 | 95 | 23E| ML-47782 529 FSL & 1784 FEL 43-047.36529 Natural Buttes Ga
Southman Canyon 3-36-9-23 NENW 36 | 95 | 23E| ML-47782 [464 FNL & 1815 FWL 43-047-36530 Natural Buttes Gas
Southman Canyon 5-36-9-23 SWNW | 36 | 95 | 23E] ML-47782 [2028 FNL & 499 FWL 43-047-36531 Natural Buttes | Gas
Southman Canyon 7-36-9-23 SENE 36 | 95 | 23E] ML-47782 |2184 FNL & 1994 FEL 43-047-36536 Natural Buttes Gas
Southman Canyon 9-36-9-23 NESE [ 36 | 95 | 23E| ML-47782 [1978 FNL & 657 FEL 43.047-36533 | NaturalButtes | Gas

PA\Operations\Dritling\Uinta

9/20/2005




PREVIOUS OPERATOR: Houston Exploration Company

@ rANSFER OF OPERATOQ)

NEW OPERATOR: Enduring Resources, LLC
EFFECTIVE DATE: September 1st, 2005

BLM PENDING WELLS

Lease Footages f/ Sec Lines -

Well Name Q/Q Sec| T | R Number SL API Number

Asphait- Wash—43-6— 6461 RE T 73910400 F 515660 F Wi

Asphalt Wash 10-9-11-24 NW SE 9 118 [ 24E| UTU-73920 | 1846 FSL & 1942 FEL 43-047-37071

Asphalt Wash 11-9-11-24 NE SW 9 118 | 24E| UTU-73920 | 1799 FSL & 1782 FWL 43-047-37073
Asphalt Wash 12-6-11-24 NW Sw 6 118 | 24E| UTU-73919 | 1844 FSL & 683 FWL 43-047-37066
Asphalt Wash 14-6-11-24 SE SW 6 118 {24E| UTU-73919 | 704 FSL & 2123 FWL 43-047-37067
Asphalt Wash 14-9-11-24 SE SW 9 118 | 24E] UTU-73920 | 460 FSL & 2115 FWL 43-047-37076
Asphalt Wash 15-9-11-24 SW SE 9 118 | 24E| UTU-73920 804 FSL & 1990 FEL 43-047-37074
Asphalt Wash 16-9-11-24 SE SE 9 118 | 24E} UTU-73920 826 FSL & 472 FEL 43-047-37075
Asphalt Wash 2-6-11-24 NW NE 6 118 | 24E| UTU-73919 735 FNL & 1590 FEL 43-047-37061
Asphalt Wash 2-7-11-24 NW NE 7 118 | 24E| UTU-73919 621 FNL & 2462 FEL 43-047-37068
Asphalt Wash 2-9-11-24 NW NE 9 118 | 24E| UTV-73920 829 FNL & 1774 FEL 43-047-37070
Asphalt Wash 3-6-11-24 NE NW 6 118 | 24E| UTU-73919 | 792 FNL & 1925 FWL. 43.047-37062
Asphalt Wash 4-6-11-24 NW NW 6 11S [ 24E| UTU-73919 | 820 FNL & 1007 FWL 43-047-37063
Asphalt Wash 5-6-11-24 SW NWwW 6 11S [ 24E| UTU-73919 | 1738 FNL & 716 FWL. 43-047-37064
Asphalt Wash 6-7-11-24 SE NW 7 11S [ 24E| UTU-73919 | 2013 FNL & 2241 FWL 43-047-37069
Asphalt Wash 7-6-11-24 SW NE 6 115 | 24E| UTU-73919 | 1616 FNL & 1615 FEL 43-047-37065
Asphalt Wash 7-9-11-24 SE NE 9 118 | 24E| UTU-73920 | 1883 FNL & 1854 FEL 43-047-37072
Asphalt Wash 1-7-11-24 NE NE 7 118 | 24E] UTU-73919 426 FNL & 270 FEL 43-047-37084
Asphalt Wash 4-7-11-24 NW NW 7 118 | 24E| UTU-73919 856 FNL & 860 FWL 43-047-37085
Asphalt Wash 7-7-11-24 SW NE 7 118 | 24E| UTU-73919 | 1909 FNL. & 1893 FEL 43-047-37087
Asphalt Wash 8-7-11-24 SE NE 7 11S | 24E| UTU-73919 1998 FNL & 683 FEL 43-047-37086
Bonanza 4-7 NW/NW 7 95 |24E| UTU-73457 | 809’ FNL & 670’ FWL 43-047-36017
Bonanza 8-17 SW/NE 17 | 98 |24E| UTU-73457 | 1865 FNL & 584’ FEL 43-047-36041
Bonanza 11-11-9-23 NE SW 11 95 |23E| UTU-74426 | 2036 FSL & 2043 FWL 43-047-36649
Bonanza 11-12-9-23 NE SW 12 | 9S8 |23E| UTU-74426 | 1799 FSL & 1948 FWL 43-047-36655
Bonanza 11-18-9-24 NE SW 18 9S8 (24E| UTU-73457 | 1785 FSL & 2133 FWL 43-047-36637
Bonanza 12-23-9-24 NW/SW | 23 98 |24E| UTU-81311 1882 FSL & 699 FWL 43-047-36640
Bonanza 12-35 NW/SW | 35 | 9S8 |24E| UTU 73459 | 1374 FSL & 858’ FWL 43-047-36020
Bonanza 13-11.9-23 SWSW | 11 98 | 23E| UTU-74426 463 FSL & 773 FWL 43-047-36650
Bonanza 13-12-9-23 SWSW | 12 | 98 |23E{ UTU-74426 661 FSL & 656 FWL. 43-047-36528
Bonanza 13-18-9-24 SWSW | 18 98 |24E| UTU-73457 767 FSL & 583 FWL 43-047-36638
Bonanza 14-11-9-23 SE SW 11 9S |23E| UTU-74426 | 756 FSL & 1859 FWL 43-047-36651
Bonanza 14-23.9-24 SE/ISW 23 9S8 [24E| UTU-81311 560 FSL & 1878 FWL 43-047-36641
Bonanza 15-11-9-23 SW SE 11 98 |23E] UTU-74426 660 FSL & 1980 FEL 43-047-36652
Bonanza 15-12-9-23 SW SE 12 98 | 23E| UTU-74426 607 FSL & 1920 FEL 43-047-36656
Bonanza 15-18-9-24 SW SE 18 | 95 |24E‘| UTU-73457 | 463 FSL & 2162 FEL 43-047-36639
Bonanza 16-12-9-23 SE SE 12 9S8 | 23E| UTU-74426 855 FSL & 536 FEL 43-047-36657
Bonanza 16-8 SE/SE 8 98 |24E| UTU-73457 588’ FSL & 524’ FEL 43-047-36101
Bonanza 2-11-9-23 NW NE 11 9S8 | 23E| UTU 74426 664 FNL & 1925 FEL 43-047-36643
Bonanza 2-12-9-23 NW NE 12 | 98 |23E| UTU-74426 | 743 FNL & 1962 FEL 43-047-36527
Bonanza 3-11-9-23 NE NW 11 98 |23E| UTU 74426 | 499 FNL & 1898 FWL 43-047-36644
Bonanza 3-12-9-23 NE NW | 12 9S |23E| UTU-74426 | 734 FNL & 1866 FWL 43-047-36524
Bonanza 4-35 NW/NW | 35 95 |24E| UTU 73459 | 789’ FNL & 807’ FWL 43-047-35925
Bonanza 5-11-9-23 SWNW | 11 98 |23E| UTU 74426 | 1794 FNL & 609 FWL 43-047-36645

P:\Operations\Drilling\Uinta
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@ :ANSFER OF OPERATO@)
BLM PENDING WELLS

PREVIOUS OPERATOR: Houston Exploration Company
NEW OPERATOR: Enduring Resources, |.LC

EFFECTIVE DATE: September 1st, 2005

Lease Footages f/ Sec Lines -

Well Name QQ Sec| T R Number SL APl Number
Bonanza 5-12.9.23 SWNW | 12 | 95 |23E| UTU-74426 | 1996 FNL & 558 FWL 43-047-36526
Bonanza 5-18-9-24 SWNW | 18 | 95 |24E| UTU-73457 | 2147 FNL & 662 FWL 43-047-36635
Bonanza 5-22 SW/NW | 22 | 85 |25E| UTU-73470 | 1,932 FNL & 415’ FWL | 43-047-35918
Bonanza 5-24-9-24 SWINW | 24 | 95 |24FE| UTU-73458 | 2167 FNL & 714 FWL 43-047-36642
Bonanza 6-11-9-23 SENW | 11 | 9S |23E| UTU-74426 | 2069 FNL & 1801 FWL | 43-047-36646
Bonanza 6-12-9-23 SENW | 12 | 98 |23E| UTU-74426 | 2114 FNL & 1871 FWL | 43-047-36525
Bonanza 7-11-9-23 SWNE | 11 | 98 |23E| UTU-74426 | 2060 FNL & 2134 FEL 43-047-36647
Bonanza 7-12-9-23 SWNE | 12 | 95 |23E| UTU-74426 | 2065 FNL & 2159 FEL 43-047-36653
Bonanza 8-35 SENE 35 | 98 |24E| UTU-73459 | 1987’ FNL & 909’ FEL 43-047-36105
Bonanza 9-11-9-23 NE SE 11 | 95 |23E| UTU-74426 | 2008 FSL & 553 FEL 43-047-36648
Bonanza 9-12-9-23 NE SE 12 | 98 |23E| UTU-74426 | 1980 FSL & 660 FEL 43-047-36654
Bonanza 9-18-9-24 NE SE 18 | 95 [24E[ UTU-73457 | 2009 FSL & 852 FEL 43-047-36636
Bonanza 9-22 NE/SE 22 | 9S8 |24E| UTU-75118 | 1,969’ FSL & 495' FEL 43-047-36102
East Bench 9-20 NE/SE | 20 | 11S|22E| UTU-73905 | 2,170’ ESL & 472’ FEL 43-047-36275
Rock House 12-30-10-23 NE SW | 30 | 10S |23E| UTU-76281 | 2320 FSL & 1980 FWL | 43-047-36548
Rock House 12-31-10-23 NWSW [ 31 | 10S |23E| UTU-76281 | 1900 FSL & 460 FWL 43-047-36552
Rock House 13-30-10-23 SWSW | 30 | 10S | 23E| UTU-76281 553 FSL & 573 FWL 43.047-36549
Rock House 14-31-10-23 SESW | 31 | 108 |23E| UTU-76281 | 860 FSL & 1890 FWL 43-047-36553
Rock House 3-31.10-23 NENW | 31 | 10S |23E| UTU-76281 | 854 FNL & 1940 FWL 43-047-36551
Rock House 5-30-10-23 SWNW | 30 | 10S [23E| UTU-76281 | 1858 FNL & 703 FWL 43-047-36547
Rock House 5-31-10-23 SWNW | 31 | 10S|23E| UTU-76281 | 2055 FNL & 2097 FWL | 43-047-36550
Rock House 6-31-10-23 SENW | 31 | 108 |23E| UTU-76281 | 2059 FNL & 2111 FWL | 43-047-36554
Reskhouse-#42-30——————————NWEW-—30—~~408T23E1-UTtR8037 11,080 FOL & 660 FWL—1—43-047-36018 ()
Rockhouse 13C-31 SW/SW | 31 | 108 [23E| UTU-76281 | 135'FSL & 365' FWL 43-047-35911
Rockhouse 4D-30 NWNW | 30 | 108 |23E| UTU-76281 | 1,116 FNL & 1,135’ FWL | 43-047-35882
Rockhouse 4D-31 NWNW | 31 | 108 | 23E| UTU-76281 | 990’ FNL & 990’ FWL 43-047-35807
Southman Canyon 12-3-11-24 NW/ISW | 3 | 11S|24E| UTU-73918 | 1,950’ FSL & 514’ FWL | 43-047-36272
Southman Canyon 12-30-10-24 NW/SW | 30 | 10S | 24E| UTU-65371 | 2,118’ FSL & 502’ FWL | 43-047-36238
Southman Canyon 13-30 SW/SW | 30 | 98 [24E| UTU-80571 | 765 FSL & 303’ FWL 43-047-36018
Southman Canyon 16-31-10-24 SE/SE 31 | 10S | 24E| UTU-65371 621’ FSL & 575 FEL 43-047-36270
Southman Canyon 4-30-10-24 NW/NW | 30 | 10S [24E| UTU 65371 | 649’ FNL & 607’ FWL 43-047-36237
Southman Canyon 5-19-10-24 SWINW | 19 | 108 [24E| UTU-65371 | 1,978 FNL & 855 FWL | 43-047-36236
Southman Canyon 6-30 SE/NW | 30 | 95 [24E| UTU-80571 | 2,015 FNL & 2,581 FWL| 43-047-36103

P:\Operations\Driling\L)inta
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Division of Oil, Gas and Mining . .

ROUTING
OPERATOR CHANGE WORKSHEET 1.DJJ
2.CDW
X Change of Operator (Well Sold) Designation of Agent/Operator
Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: 9/1/2005

FROM: (0ld Operator): TO: ( New Operator):
N2525-The Houston Exploration Company IN2750-Enduring Resources, LLC

1100 Louisiana, Suite 2000 475 17th Street, Suite 1500

Houston, TX 77002 Denver, CO 80202
Phone: 1-(713) 830-6938 Phone: 1-(303) 350-5102

CA No. Unit:
WELL(S)
NAME SEC TWN RNG|API NO ENTITY |LEASE {WELL |WELL
NO TYPE _ |TYPE |STATUS

SOUTHMAN CYN 5-36-9-23 36 10508 |230E [4304736531 State GW APD C
SOUTHMAN CYN 13-36-9-23 36 0908 1230E 14304736532 State GW APD C
SOUTHMAN CYN 9-36-9-23 36 0908 {230E {4304736533 State GW APD C
SOUTHMAN CYN 11-36-9-23 36 10508 1230E 14304736535 State GW APD C
SOUTHMAN CYN 7-36-9-23 36 10908 |230E [4304736536 State GW APD C
SOUTHMAN CYN 1-36-9-23 36 10508 |230E 4304736537 State GW APD C
ROCK HOUSE 12-36-10-22 36 _|100S |220E {4304736534 State GW APD C
ASPHALT WASH 12-16-11-24 16 11108 §240E (4304736873 State GW APD C
ASPHALT WASH 7-16-11-24 16 ]110S |240E 14304736874 State GW APD C
ASPHALT WASH 8-16-11-24 16 _|110S |240E [4304736875 State GW APD C
ASPHALT WASH 14-16-11-24 16 11108 |240E 4304736876 State GW APD C
ASPHALT WASH 4-16-11-24 16 1108 1240E [4304736885 State GW APD C
SEEP SPRINGS 16-11-12-24 11 J1208 |240E 4304736625 State GW APD C
SEEP SPRINGS 15-11-12-24 11 1208 [240E [4304736626 State GW APD C
SEEP SPRINGS 2-13-12-24 13 11208 |240E 4304736627 State GW APD C
SEEP SPRINGS 1-13-12-24 13 |120S |240E [4304736628 State GW APD C
SEEP SPRINGS 16-13-12-24 13 11208 |240E [4304736629 State GW APD C
SEEP SPRINGS 15-13-12-24 13 11208 [240E {4304736630 State GW APD C
SEEP SPRINGS 7-13-12-24 13 [1208 |240E |4304736631 State GW APD C
SEEP SPRINGS 8-13-12-24 13 11208 [240E [4304736632 State GW APD C
SEEP SPRINGS 9-13-12-24 13 11208 |240E 4304736633 State GW APD C
SEEP SPRINGS 10-13-12-24 13 11208 |240E }4304736634 State GW APD C

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/26/2005

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/26/2005
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 9/29/2005
Is the new operator registered in the State of Utah: YES Business Number: 5771233-0161

5. IfNO, the operator was contacted contacted on:

6a. (R649-9-2)Waste Management Plan has been received on: Requested 9/29/05
6b. Inspections of LA PA state/fee well sites complete on: n/a

Enduring 8 FORM 4A.xls 9/29/2005




6¢. Reports current for Production/Disposition & Sundries on: 9/29/2005

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change, '

or operator change for all wells listed on Federal or Indian leases on: BLM  not yet BIA n/a

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: not yet

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

10. Underground Injection Control ("UIC")  The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 9/29/2005
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 9/29/2005
3. Bond information entered in RBDMS on: 9/30/2005
4. Fee/State wells attached to bond in RBDMS on: 9/30/2005
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 9/26/2005

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTB000173

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: n/a

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLB0008031

2. The FORMER operator has requested a release of liability from their bond on: n/a
The Division sent response by letter on:

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:

Enduring 8 FORM 4A.xls 9/29/2005



STATE OF UTAH

DEPARTMENT OF NATURAL RESQURCES
DIVISION OF OIL, GAS AND MINING

FORM 9

5. LEASE DESIGNATION AND SERIAL NUMBER:

ML-47782

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole da;')th, reentar plugged wells, ar to
drill hortzontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:

1. TYPE OF WELL
olLweLL [ GAS WELL OTHER

8. WELL NAME and NUMBER:

Southman Canyon 7-36-9-23

2. NAME OF OPERATOR:
Enduring Resources, LLC

9. APl NUMBER:

4304736536

PHONE NUMBER:

(303) 573-1222

3. ADDRESS OF OPERATOR:

475 17th Street, Suite 1500 Denver

STy

szare CO_,80202

10. FIELD AND POOL, OR WILDCAT:

4. LOCATION OF WELL

FOOTAGES AT SURFACE: 2184 FNL. & 1994' FEL

county: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERDIAN: SWNE 36 95 23E 8 STATE:
UTAH
Tt CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
[ acoze [] oeeren [T] REPERFORATE CURRENT FORMATION
[Z] nNoTICE OF INTENT
{Submit in Duplicats) [ ALTER CASING [C] FrACTURE TREAT [J smeTRACK TO REPAIR WELL
Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON
[[] cHANGE TO PREVIOUS PLANS [C] operaTorCHANGE [[] TueNGREPAIR
[ cranceTtusinG [ Pruc anp AsANDON ] ventor FLARE
[] sueseQuenT REPORT [] cHANGE WELL NamE [ PLucsAck [] waTER DisPoSAL
(Submit Original Form Only)
D CHANGE WELL STATUS D PRODUCTION (START/RESUME) [:I WATER SHUT-OFF
Date of work complation:
[C] cOMMINGLE PRODUGING FORMATIONS [ ] RECLAMATION OF WELL SITE /1 omer:_ Change well name
] converT weLL TYPE ] RECOMPLETE - DIFFERENT FORMATION and number

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

CHANGE WELL NAME AND NUMBER:

FROM: Southman Canyon 7-36-9-23
TO: Southman Canyon 9-23-32-36

ramea by the
pivsimion of
1 Mining

MONLY

NAME (PLEASE PRINT) AbdgyR. (Al) Arlian -~

TITLE

Landman - Regulartory Specialist

11/10/2005

DATE

R

(This space for State use only)

RECEIVED

(5/2000) (See Instructions on Reverze Side)

NOV 1 4 2005
BN OF OIL, GAS & Miniir



CCHFIDENTIAL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: ENDURING RESOURCES LLC
Well Name: SOUTHMAN CYN 9-23-32-36
Api No: 43-047-36536 Lease Type:_ STATE

Section 36 Township_09S  Range_23E  County UINTAH

Drilling Contractor PETE MARTIN’S RIG #_BUCKET
SPUDDED:

Date 03/25/06

Time

How DRY

Drilling will Commence:

Reported by DOUG HAMMOND

Telephone # (435)790-6996

Date 03/27/2006 Signed CHD




MAR/27/2006/MON 08:41 AM  ENDURING RESOURCES FAX No. 3035730461 P. 002

STATE OF UTAH FORM 6
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
ENTITY ACTION FORM

Operator;  Enduring Resources, LIC . Operator Account Number: ‘N 270 -
Address: . -47517th Street, Suite 1500 :

ity Denver _

state CO_ 7ip 80202 * Phone Number: (303) 380-5114_

: Ulnfah

4304736536 Southman Canyon 9—23-32-36 SWNE| 36

4Lk
A 99999 /57 | 312212008, - 3/30/0&;_

["Comments: .We." was fka Southman'C'anyon 7-36-9-23 (already changed at DOG&M). ° C DN FID EN'” A l_ ‘. /<

CaLLT m 2N

1

Comments:

Comments:

ACTION CODES: . .
A - Establish new entlty for new well (singie well only) Alvin R. (Al) Arlian

- Add new well to existing entity {(group or unit well) N%Mﬁ, ]

-~ B
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity Signature.
E - Other (Explain in ‘comments’ section) Landman-Regulatory 3/27/2006
Title Date

{8/2000)

MAR 2 7 2006



STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:
ML-47782
6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to N/A

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:

oLwelL [  cAaswelL ] OTHER .o~ - -

—— —— Southman Canyon #9-23-32-36

2. NAME OF OPERATOR: . L, 51 th b vt a0ty 9. API NUMBER:
Enduring Resources, LLC 4304736536
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
475 17th Street, Ste 1500 ... Denver wme GO .,80202 (303) 350-5114 Natural Buttes
4. LOCATION OF WELL

FOOTAGES AT sURFace: 2,184' FNL - 1,994' FEL county: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 36 9S 23E S STATE:

UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION * TYPE OF ACTION

ACIDIZE E] DEEPEN REPERFORATE CURRENT FORMATION

FRACTURE TREAT

[0 NOTICE OF INTENT

(Submit in Duplicate) SIDETRACK TO REPAIR WELL

ALTER CASING

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON
CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR
CHANGE TUBING PLUG AND ABANDON VENT OR FLARE
IZI SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

NOOOOOooOO

Date of work completion:

4/5/2006

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE otHer: Conductor & Surface

RECOMPLETE - DIFFERENT FORMATION Casing Report

oogooooo
Ooodadoono

CONVERT WELL TYPE

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details inciuding dates, depths, volumes, etc.

3-25-2006 MI PETE MARTIN RATHOLE SERVICE AND DRILL 40 FT OF 20" HOLE. RUN 40 FT OF 14" CONDUCTOR AND
CEMENT WITH 3 YARDS OF READYMIX CEMENT.

4-1-2006 to 4-2-2006 MIRU, DRILL 12-1/4' HOLE TO 2,010". TRONA WATER AT 1,540'. RUN 44 JTS OF 8-5/8' 32# J55
SURFACE CASING TO 1,936'. CEMENT GUIDE SHOE, FLOAT COLLAR AND 7 CENTRALIZERS. BIG 4 CEMENTERS
PUMPED 230 SX LEAD, 200 SX TAIL AND 4 TOP CEMENT JOBS, 800 SX TO GET CEMENT TO SURFACE.

HELD AT SURFACE.

RELEASED RIG.

4-3-2006 WAITING ON ROTARY TOOLS.

naME (pLEase privry_AIVIN R. (Al) Arlian +me Landman - Regulatory Specialist

2
SIGNATURE e . 4/5/2006

(This space for State use only)

RECEIVED
APR 10 2006

DIV. OF OIL, GAS & MINING

(5/2000) (See Instructions on Reverse Side)



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

e S T A S TV I 3

_..jf O
D il FORM

5. LEASE DESIGNATION AND SERIAL NUMBER:

ML-47782

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

N/A

7. UNIT or CA AGREEMENT NAME:

N/A

1. TYPE OF WELL

8. WELL NAME and NUMBER:

o weL [ GASWELL [/]  OTHER Southman Canyon #9-23-32-36
2. NAME OF OPERATOR: 9. API NUMBER:
Enduring Resources, LLC 4304736536
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
475 17th Street, Ste 1500 ... Denver arare CO -, 80202 (303) 350-5114 Natural Buttes

4. LOCATION OF WELL

FooTaGes AT surrace: 2,184' FNL - 1,994' FEL county: Uintah
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 36 9S 23E S STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

] acioize (] oeepen

[ NoTICE OF iNTENT

(Submitin Duplicate) ALTER CASING ] FracTure TREAT
Approximate date work will start: CASING REPAIR NEW CONSTRUCTION
CHANGE TO PREVIOUS PLANS OPERATOR CHANGE

CHANGE TUBING PLUG AND ABANDON

/] sueseQuENT REPORT PLUG BACK

(Submit Original Form Only)

CHANGE WELL NAME

CHANGE WELL STATUS PRODUCTION (START/RESUME)

Date of work completion:

11/21/2006

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE

OOoooooon

CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION

[[J RePERFORATE CURRENT FORMATION
[[] sibeTRACK TO REPAIR WELL

[] temporariLy ABANDON

TUBING REPAIR

VENT OR FLARE

WATER DISPOSAL

WATER SHUT-OFF

otHer: First Gas Sales
Notice

8O0O4ad

12.  DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

11-21-2006 First Gas Sales.

11-21-2006 252 MCFGD, FTP 1580#'s, FCP 1650#'s, LP 297#'s
11-22-2006 -0-

11-23-2006 651 MCFGD

11-24-2006 634 MCFGD

11-25-2006 623 MCFGD

Completion Report to Foliow.

NAME (PLEASE PRINT) Alvin R. (AI) Arlian TITLE

Landman - Regulatory Specialist

SIGNATURE - ??//%?M» oare  11/28/2006

ncCEIVED
R =20

e W e T

(This space for State use only)

(5/2000) (See Instructions on Reverse Side)

DEC ¢ 2006
DIV. OF OIL, GAS & MINING




STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES ‘
DIVISION OF OIL, GAS AND MINING 5

al ¥
M

Tl
I

CRITIN T
Vit gg’ﬁh{mséthORTD
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FORM 8

LEASE DESIGNATION AND SERIAL NUMBER:

ML-47782

WELL COMPLETION OR RECOMPLETION REPORT AND LOG

~ IF INDIAN, ALLOTTEE OR TRIBE NAME

N/A

1a. TYPE OF WELL:

. UNIT or CA AGREEMENT NAME

WeLL ST ¥4 ory  [] OTHER N/A
b. TYPE OF WORK: 8. WELL NAME and NUMBER:
N M RRE O By [ RESVR. OTHER Southman Canyon 09-23-32-36
2. NAME OF OPERATOR: 8. API NUMBER:
Enduring Resources, LLC 4304736536
3. ADDRESS OF OPERATOR: . PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT
475 17th St, Suite 1500 <~ Denver grare CO o 80202 (303) 573-1222 Natural Buttes

4. LOCATION OF WELL (FOOTAGES)
aTSURFACE: 2184' FNL - 1994’ FEL

AT TOP PRODUCING INTERVAL REPORTED BELOW:

same as above

1"

. QTR/QTR, SECTION, TOWNSHIP, RANGE,
MERIDIAN:

SWNE 36 9S 23E S

AT TOTAL DEPTH: b 1Z. COUNTY T3. STATE
: same as above Uintah UTAH
74, DATE SPUDDED: 5. DATE T.D. REACHED: | 16. DATE COMPLETED: 71 |7 ELEVATIONS (OF, RK®, RT, GL)
10/23/2006 11/2/2006 11/21/2006 asanoonep [ Reapy 1o pRODUCE 5424 RKB
T8, TOTALDEPTH: MD 8 060 79. PLUG BACKT.D: MD 8 013 0. 1 MULTIPLE COMPLETIONS, HOW MANY? * | 21. DEPTHBRIDGE  MD
. . PLUG SET:
™D ™vD 4 D
72, TVPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.
. , WAS WELL CORED? NO YES Submi i
Previously submitted. ¥4 Ll (suomtanaiis
o . WAS DST RUN? nof}  ves[ ] (submitreport)
/0 g / ,{ D/ c N / /41? Yz Dﬂ; DIRECTIONAL SURVEY? M ves[]  (submitcopy)
24, CASI'NG AND LINER RECORD (Report all strings set in well)
STAGE CEMENTER | CEMENT TYPE & SLURRY -

HOLE SIZE SIZE/GRADE WEIGHT (#it) TOP (MD) BOTTOM (MD) P EMENT TYPEE | vorome (mw) | CEMENTTOP ™ [ AMOUNT PULLED
20" 14" line pipe 0 40 3 yards 0 (CIR) 0
12-1/4" 85/8 J55 32# 16 1,936 cIG 1,230 361 16 (CIR) 0
7-7/8" 41/2 N80O| 11.60# 16 8,056 CIG 1435 427 70(CBL) 0
25. TUBING RECORD

SIZE DEPTH SET (MD) | PACKER SET (MD) SIZE DEPTH SET (MD) | PACKER SET (MD) SIZE DEPTH SET (MD) | PACKER SET (MD)
2 3/8" 6,863
26. PRODUCING INTERVALS 27. PERFORATION RECORD
FORMATION NAME TOP (MD) =STToMMD) | TOP (VD) | BOTTOM(TVD) | INTERVAL (ToplBot-MD) | SIZE [NO. HOLES PERFORATION STATUS
@) Mesaverde 7.030 7,865 7.030 7865 38" | 102 |open (/] Saueezes [ ]

(B)

Open D Squeezed D

)

Open D Squeezed D

(D)

Open D Squeezed D

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL

AMOUNT AND TYPE OF MATERIAL

7,030 - 7,865

Placed 166.809 |bs Ottawa 30/50 proppant in Mesaverde formation.

29. ENCLOSED ATTACHMENTS:

D ELECTRICAL/MECHANICAL LOGS

D SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION

[ seoLoeic REPORT

D CORE ANALYS!IS

[ ostreport

[ orer:

[C] oirecTionaL SURVEY

30. WELL STATUS:

Producing

(5/2000)

(CONTINUED ON BACK)

RECEIVED
JAN 02 200

DIV, OF OIL, GAS & MINING



31. INITIAL PRODUCTION

INTERVAL A {As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION {OIL - BBL: GAS - MCF: WATER - BBL: JPROD. METHOD:
11/21/2006 12/21/2006 720 RATES: = 6 450 3 30 day avg
CHOKE SIZE: ]TBG.PRESS. |CSG.PRESS. |[API GRAVITY |BTU-GAS GAS/OIL RATIO |24 HR PRODUCTION {OIL - BBL: GAS - MCF: WATER - BBL: |INTERVAL STATUS:
64/64 450 700 75 RATES: = 5 378 6 Producing
INTERVAL B (As shown in item #28)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION 10IL - BBL: GAS - MCF: WATER - BBL: |PROD. METHOD:
RATES: —
CHOKE SIZE: |TBG. PRESS. |CSG.PRESS. |APIGRAVITY BTU - GAS GAS/OIL RATIO }24 HR PRODUCTION JOIL - BBL: GAS - MCF: WATER - BBL: |INTERVAL STATUS:
RATES: —

INTERVAL C {As shown n item #26}

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OIL -BBL: GAS — MCF: WATER -B8BL: |PROD. METHOD:
RATES: —
CHOKE SIZE: TBG. PRESS. CSG. PRESS. JAPI GRAVITY BTU - GAS GAS/OIL RATIO |24 HR PRODUCTION |OIL ~BBL: GAS — MCF: WATER — BBL: |INTERVAL STATUS:
RATES: —

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: JPROD. METHOD:
RATES: —
CHOKE SIiZE: |TBG. PRESS. |CSG.PRESS. [APIGRAVITY BTU - GAS GAS/OIL RATIO |24 HR PRODUCTION [OIL - BBL: GAS — MCF: WATER —BBL: |INTERVAL STATUS:
RATES: —

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

SOLD

33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:
Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.
N Top Bottom i~ Top
Formation (MD) (MD) Descriptions, Contents, etc. Name (Measured Depth)
Green River 850
Wasatch 4,150
Mesaverde 5,805
35. ADDITIONAL REMARKS (include plugging p! dure)
36. | hereby certify that the foregoing and hed information is plete and correct as d from all ble r d:

NAME (PLEASE PRINT) Kevin Lee 7 wme Engineering Tech
7 -~
SIGNATURE — =2 C oare  12/27/2006

This report must be submitted wit% 30 days of
e compieting or plugging a new well
e drilling horizontal laterals from an existing well bore
e recompleting to a different producing formation

e reentering a previously plugged and abandoned well
e significantly deepening an existing welt bore below the previous bottom-hole depth
e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

« ITEM 24: Cement Top —Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining
1504 West North Temple, Suite 1210
Box 145801
Salt Lake City, Utah 84114-5801

(5/2000)

Phone: 801-538-5340

Fax: 801-359-3940



. STATE OF UTAH _ o | | FORM 9

5. LEASE DESIGNATION AND SERIAL:NUMBER:

M L-47782

o ' T i e SRR - ’ S ’ 7. UNIT or CAAGREEMENT NAME
Do not use thlS form for proposals to anI new wells sngmﬁcantly deepen ex:stmg wells beiow current bottom-hole depth reenter plugged wells or to N / A N o
drill horizontaf laterals.. Use APPLICATION FOR PERMIT TO DRILL form for such proposals..

8. WELL NAME and NUMBER:

1. TYPE OF WELL , EECEINEN ‘
onwelL [1 caswell [/l - oTHER Southman Canyon #9-23-32-36
2. NAME OF OPERATOR: EERE BN ' 9. API NUMBER:
Enduring Resources, LLC : |- 4304736536
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
475 17th Street, Ste 1500 . .. Denver srars CO 5, 80202 (303) 350-5114 Natural Buttes
4. LOCATION OF WELL
FOOTAGES AT SURFACE: 2:184"FNL -1,994" FEL ‘county: ‘Uintah: = 5
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: ‘'SWNE . :36:- 9S.. 23E. S . o STATE: dra
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE REPORT OR OTHER DATA
TYPE OF SUBMISSION ‘ TYPE OF ACTION ’ o B
[ NOTICE OF INTENT ] Acibize ' ] oeeren ~ [[] REPERFORATE GURRENT FORMATION
(Submit in Duplicate) [0 aLtercasne [T] rracTurE TREAT [[] sibETRACK TO REPAIR WELL
Approximate date work will start: []+ casiNG REPAIR- ‘[] new consTRUCTION .+ ] TEMPORARILY ABANDON "
] cHangE TO PREVIOUS PLANS [T} operatorcraNGE <[] Tuemes rerair
“ ] cHanee TuBING [ PLucanp ABANDON ]:| VENT OR FLARE
SUBSEQUE_NT REPORT O  GHANGE WELL NAME [ pruseack [] waTer DisposaL
(Submit Orgnal F.mf’ o [ crance WELL STATUS , ] probuction (START/RESUME) [ watersHuT-oFF
pete efwork completon ; |:| COMMINGLE PRODUCING FORMATIONS |:] RECLAMATION OF WELL SITE: ‘ IZI otHer: Pit has been closed.
1/2/2008 {1 - coNVERT WELL TYPE [[] - RECOMPLETE - DIFFERENT FORMATION ' o

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Pit has been closed and waiting re-seeding.

name (pLease privT)_AIVID R. (Al) Arlian e Landman - Regulatory Specialist

SIGNATURE W% DATE 1/2/2008

(This space for State use only)

(5/2000) (See Instructions on Reverse Side)
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